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Peak-to-Peak Vacuum. Ai eta 
Volt-Ohm-Capacity Meter 





Accessory Probes Available 


Directly measures sapieee: resistance and complex waveforms peak to peak. This new multi-function meter 
contains an exclusive combination of features never before offered for less than $100. Expanded scale meter 


cannot burn out ... measures capacity from 50 MMFD to 5000 MFD .. . inductance from 1.4 henries to 
140,000 henries in 4 ranges... uses an electronic balanced push-pull circuit and peak to peak rectification ... 
1% multipliers for voltage capacity and resistance measurements . . . has zero center position for FM dis- 
criminator alignment. 
SPECIFICATIONS: 
PEAK TO PEAK AC VOLTAGES—6 RANGES: 0 to 4, 28, RESISTANCE—-6 RANGES: 0-1000, 10,000, 1 meg, 10 MEG, 
84, 280, 840, 2800 volts. Input resistance 1.5 megohms. 1000 MEGS, 10 MEGS center on 1000 MEGS range. 


DC VOLTS—6 RANGES: 0 to 1.5, 10, 30, 100, 300, 1000 
volts (up te 30,000 volts with aecessury probe). 
Input resistance 16.5 megs or 125 megohms per volt. 


AC RMS VOLTAGES—6 RANGES: 0 to 1.5, 10, 80, 100, 
300, 1000 volts. Input resistance 1.5 megolms. 


CAPACITY—6 RANGES: .00005 MFD to .005 MED, .005 1 meg isolating resistor in probe. 
to .05, .005 to .5, .05 to 5, 5 to 500, 50 to 5000 MFD. DB RANGES: —24 DB to +55 DB in 5 ranges, 
Model 107 Complete with Leads ...... see eu dei atin nacdee havaaneer tes ea reNaestan ca ia erdtdnc tricia h auihatt cesta negeee Seinen $48.90 


Model 107 Kit Form 








EMC MODEL 103 
VOLOMETER* 





EMC’s economy line offers another accurate and efficient instrument housed in a molded-bakelite case. This 
model features a 414 inch, aceurate to within 2%-—800 microamperes D’arsonval-type meter with three 
AC current ranges; and the same zero adjustment for both resistance ranges. 


SPECIFICATIONS: 

AC VOLTAGE-——5 RANGES: 0 to 12-120-600-1200-38000 AC CURRENT——3 RANGES: 0 to 380-150-600 ma. 

volts. DC CURRENT—4 RANGES: 0 to 6-80-120 ma.: 0 tu 
DC VOLTAGE—5 RANGES: 0 to 6-60-300-600-3000 1.2 amps. 

volts. TWO RESISTANCE RANGES: 0 to 1000 ohms, 0 to 1 
FIVE DB RANGES: —4 to +64 DB. megolinis. 
MODEL 103—Weight 2 Ib. 3 oz. Size: 514” x 634” x 2%” oo. PhP a ieee ce eae pattie cute: Linipe eo plo O 
MODEL 103-S: with plastic carrying strap .......0.0.0 ccc cccecececececeeseseeeceetseueess enatl t Guputeasitateusleehanckenasiies 19.25 


*Ree. trade mark for volt-ohm miliameter. 













EMC MODEL 700 


RF-AF-Crystal Marker — TV Bar — Generator 





Only the EMC Model 700 gives you all of these outstanding features: 


1. Complete coverage from 18 eyeles to 108 6. Individually tuned coils. 
megacyeles on fundamentals. 7. Constant RE output impedance. 

2. Bar generator for TV adjustment with a 8. Stepped RE attenuator. 
variable number of bars available for hori- 9. Electrostatically shiclded transformer. 
zontal or vertical alignment. 10. Thorough shielding. 

3. Square Wave Generator to 20 kiloeycles. 11. Colpitts RF oscillator from 800 KC to 108 

4. Wien Bridge AF oscillator with sine wave megaeyeles on fundamentals —- up to 216 
output from 18 eyeles to 800 kiloeveles, megaeyeles on 2nd harmonic. 

5. Crystal marker and amplitude control. 12. Variable percentage of modulation. 

MODEL, FOO iscsi sterla oy; Sines cattiti Mo ostnanyes an seteas ter Diataiag Bal odoe sa su aceneiitia uae ee hada katate Glebe $55.90 


EMC MODEL 501 


R.F. Signal Generator 
This precision-engineered instrument, recognized as the leader in its 


class, offers the following high quality features: 


Electrostatically shielded transformer. @ 400 eycle sinc wave modulation covers range from 115 ke 
to 110 me on fundamentals, and up to 220 me on the first harmonic. @ 400 eycle sine ware variable 
depth output. @ Two-tone gray hammertone panel and ease: 14” x 10” x 5”, 
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MUTUAL. CONDUCTANCE 


TUBE TESTER | 
EMC MODEL 206 


This completely Hexibic model using ee sue switches offers extremely accurate results with 
case of oper ation. It represents the finest in tube testing equipment at a price comparing favorably 





with emission-type testers. 
CHECK THESE FEATURES: 

® Cheeks mutual conductance on a caliprated micrombo and ‘reject-good’’ seale @ Cheeks 5 clement tubes as 
pentodes ® Checks tubes for gas content @ Sufficient plate current to cheek both emission and mutual conductance 
® Detects both shorted and open elements @ Complete switching flexibility allows all present and future tubes 
to be tested, regardless of location of elements on tube base @ Tests tubes for radio frequeney and other noise 
@ Tests all tubes from .75 volts to 117 filament volts @ Tests all loetal, octal, and miniature tubes @ ‘Tests 
eald eathode, magie eye, voltage regulator, ballast resisters @ Instrument fuse is cvasily replaced from panel 
front @ Individual sockets for each tube base type eliminates possible errors @ Cheeks individual sections of 
multi-purpose tubes @ Checks 9-prong miniature tubes @ Cheeks subminiature tubes @ Attractive four-color 
panel with durable hardwrinkle finish @ Built-in roll chart. 


MODEL 206P—With hand-rubbed oak carrying CaSe..............ccc ccc cceccec ences ences teeeatutenseeteteneees $83.50 
MODEL 206C—Sloping counter Case...........0...0ccccc ccc cece ccc ec cca eeeesnetenees alten ict thinks what, debe § ok tes .. 79.50 
MODEL CTA—Cathode ray tube adaptor for MODEL 206 ooo. Stead et Rate tiesto rd alate 6.50 


ae ULE SL 





In this model EMC offers a durable, accurate instrument that gives easy, direct readings for all 
tubes through the standard emission method of testing. It uses four-position lever-type switches 
and is housed in a hand-rubbed, portabl> oak c¢arrvine case with removable hinged cover. 
CHECK THESE FEATURES: 

@ Tests all tubes including Noval and subminiatures @ Completely flexible switching arrangement @ Cheeks 
hatteries under rated load on “‘reject-good’’ scale @ Individual sockets for each type of tube base @ Tests all 
tudes from .75 volts to 117 filament volts @® Tests cold cathode, magie eye, voltage regulator and ballast tubes 
@ Ilas pilot light indicator @ Cheeks for shorts and leakages @ Line voltage control compensates for line variations 
hetween 105 and 135 volts @ Built-in roll chart protected by non-breakable transparent plastic @ Checks 
condenser leakage to 1 megohm @ Cheeks resistance up to 4 megolms @ Cheeks capacity from .01 to 1 mfd. 
@ Three color hammertone panel 





MODEL 204C—Sloping counter case 20.0000 lcccccc cc ecec eee ccceceeeecueeeeecaeeeeseaeaseeetesteneeuenees $54.90 
MODEL 204P—With hand-rubbed oak carrying case ACH DMS Erates) ae dest Bae uy cer eee Neue Mea 55.90 
MODEL CRA—Cathode ray tube adaptor iO aot Nee ex Represent te ecriner dole osha ela. dete te ata cosas 4.50 


Si et sad9 
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In this durable, ACeurate instrument EMC offers a model that gives easy, 
direct readings for all tubes through the standard emission method of 
testing. It uses four-position lever-type switches and is housed in either 
a hand-rubbed, portable oak carrying case with removable hinged cover; 


or in a sloping counter case. 


CHECK THESE FEATURES: 
@ Tests all tubes including Noval and subminiatures @ Completely flexible switching arrangement @ Indi- 
vidual sockets for each type of tube base @ Tests all tubes from .75 volts to 117 filament volts @ Tests 
all cold cathode, magic eye, voltage regulator and ballast tubes @ Has pilot light indicator @ Line 
voltage control compensates for line variations between 105 and 135 volts @ Checks for shorts and leakages 
@® Three color hammertone panel 


MODEL 205C—Sloping counter Case........0.0... cocci c cece ence ec cate snes enenenenenenenens ohaa tee $46.50 
MODEL 205P——With hand-rubbed oak carrying case (illustrated) ........0000 eee 47.50 
MODEL CRA—Cathode ray tube adaptor. .....000.00 ccc cece cece ee ee teens esse teneeeeeneeecnenes 4.50 


EMC MODEL 207 





Tube-Battery-OHM-Ca pacity-Tester 





Features large, easy to read, 74%” meter for counter use. In this model EMC offers a durable, 
aceurate instrument that gives easy, direct readings for all tubes through the standard emission 
method of testing. It uses four-position lever-type switches and is housed in a hand-rubbed, portable 
oak carrying case with removable hinged cover. 
CHECK THESE FEATURES: 

@ Tests all tubes including Noval and subminiatures @ Completely flexible switching arrangement @ Checks 
batteries under rated load on ‘‘reject-good’’ seale @ Individual sockets for each type of tube base @ Tests all 
tubes from .75 volts to 117 filament volts @ Tests all cold cathode, magie eye, voltage regulator and ballast 
tubes @ Has pilot light indicator @ Checks for shorts and leakages @ Line voltage control compensates for line 
variations between 105 and 135 volts @ Built-in roll chart protected by non-breakable transparent plastie @ Checks 
condenser leakage to 1 megohm @ Cheeks resistance up to + megohms @ Checks capacity from .01 to 1 mfd. 
@ Three color hammertone panel 





MODEL 207C—Sloping counter case (illustrated) ..............ccecececeeeeees spnahtarehuuiridusedavenateacaye $65.90 
MODEL 207P—Portable case, removable cover............... vicsude eran gi atbcanancse ove day tesa de seane coated 69.50 
MODEL CRA—Cathode ray tube adaptor............0.0000 ccc cccccccccccccesesceueusseveueecveueesueeesensavans ww §=—$4.50 


FOR EMC’S COMPLETE LINE OF 


QUALITY TEST EQUIPMENT 
SEE PAGE G-97 
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